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Palandri

Labour Composite

Cutting Ransome or Larson or similar piles. Per cut 183.00 183.00

Cutting universal piles. Per cut 274.50 274.50

Driving steel piles above 7.5 m. to 9 m. Sq.m. 408.70 408.70 22.3 (c )

Sq.ft. 38.00 38.00

Driving steel piles above 4.50 m. to 7.50 m. Sq.m. 390.40 390.40 22.3 (c )

Sq.ft. 36.30 36.30

Driving steel piles upto 4.5 m. Sq.m. 280.60 280.60 22.3 (c )

Sq.ft. 26.10 26.10

Dolleying piles. Each 228.75 228.75 22.3 (c )

Drilling holes in piles by hand. Each 25.15 25.15

Raising and lowering machine. R.M. 15860 15860
R.ft. 4834 4834

Turning machine 90 degrees Each Job 4880 4880

Turning machine 135 degrees Each Job 7442 7442

Turning machine 180 degrees Each Job 9516 9516

Travelling machine (light) in working area. Per 30 m 10995 10995

Loading and/or unloading piles. Tonne 183 183
Ton 186 186

Dismantling piling machine. Each Job 34507 34507

Erecting piling machine Each Job 35483 35483

Per 30 m 4499 4499

Per day 11273 11273
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Carriage of piling machine under different conditions in
working area.

Hire charges of piling plant with accessories including fuel, pay
of operator and other mechanical staff, mobilization,
demobilization and idle time.

Description Unit
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  22 - 1 (SHEET PILING)


